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Castern 

Pr0duc ', Corporation 


architect’s guide 

TO DRAPERY HARDWARE 

Traverse Rods and Track made to Specifications 

FOR USE IN: Banks • Office Buildings • Churches • Schools 
Hospitals • Hotels • Stores • Restaurants * Libraries • Homes , Etc. 



* Corner window « 

installation—tivo complete 
one-way rods regular draw cord 


f** Corner window 

installation—tivo one-ivay rods with bay 
window bracket... regular draw cord 


Curved traverse rods 


Curved traverse rods for corner windows 


Bay window rods (four bends) 


Bay window rods (tivo bends) 


EASTERN’S COMPLETE ARCHITECTURAL SERVICE 

for Architects, Engineers, Contractors 


a rod for every type of window installation 


fV»! 

il o J 


Regular straight rodding 







Eastern has experienced representatives through- 
i out the country that are always available to: 

• Help you prepare specifications to insure highest 
quality with maximum economy 

• Help you determine proper uses and types of 
drapery hardware 


• Help you determine most economical and effici¬ 
ent installation 

• This service is available to you without cost or 
obligation 

For this free service, call, wire or write to nearest 
branch warehouse or contact our Baltimore Office. 
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rodding and track 
head measurements 


super duty 


made to measure 
rodding & track 
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Eastern’s Super Duty can be used either as a traverse rod or 
ceiling track. Engineered to carry the heaviest of draperies or 
for the longest or most difficult drapery installation. 

Super Duty Rodding & Track No. 2760 

Available in both cord and hand drawn. Ball bearing or Lignum 
Vitae pulleys. Each pulley assembly contains 2 full 1 inch 
diameter pulleys. Use of floor pulley recommended with ceiling 
track. Perfectly designed for all modern drapery installation. 
See back page for specifications. 



rodding and track 


heavy duty 


made to measure 
rodding & track 


head measurements 




Full 1" rectangular rodding made of heavy gauge steel. For use 
with medium to heavy weight, lined or unlined fabrics. Recom¬ 
mended for medium length spans. 

Heavy Duty Ceiling Track No. 2706 

Perforated every 8" for easy ceiling installation. Fits flush to 
ceiling or can be recessed because of its rectangular shape. Only 
ceiling track available today having individual carrier on nylon 
rollers. Master carrier also equipped with nylon rollers. This 
track can also be used for wall installation by using bracket #2746. 


WHY HEAVY DUTY 
TRACK IS SPECIFIED 
BY MANY ARCHITECTS 
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NYLON ROLLER #2726 

Nylon Roller #2726 used 
with ceiling: track to pro¬ 
vide smooth easy opera¬ 
tion of draperies. 






ADJUSTABLE BRACKET 
#2746 

( Optional ) 

Bracket allows ceiling track 
to be mounted to wall instead 
of ceiling, allowing full use 
of nylon rollers. 


MASTER CARRIER #2743 

Operates on nylon rollers, 
also allows full overlap of 
draperies. 



CENTER SUPPORT #2745 

Used for additional sup¬ 
port when ceiling track 
mounted to wall for long 
drapery installation. 
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regular v-25 


made to measure 
rodding & track 
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Regular V-25 Rodding No. 2831 

Regular %" oval traverse rodding. A high quality low cost rod. 
Features life-time lignum vitae pulleys, expandimatic brackets, 
non-breakable plastic tassels and nylon slides. 

Regular V-25 Ceiling Track No. 2868 

Regular %" oval track. Fits flush to ceiling. Perforated every 
8" for easy installation. Ideal for light weight draperies or 
where installations are relatively short. 
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rodding and track 
head measurements 



new 


oval rodding for 
curtain installation 



An entirely new economical line of oval curtain rodding and parts 
available in three finishes: #2826-White, #92390-Black, #92392- 
Brass. 

This rodding is designed for ease of assembly and installation 
. . . can be assembled right on the job . . . requires a minimum 
of interchangeable parts. Eastern custom made curtain rods are 
light in weight, yet extremely durable. Use for installation 
where draw draperies are not required. Many types of installa¬ 
tions can be achieved. Ideal for cafe type installation. 


• ALL EASTERN RODDING ELECTRO-GALVANIZED, 
TO PROVIDE MAXIMUM RUST RESISTANCE. 

• BONDERIZED TO PROVIDE ENAMEL WITH MAXI¬ 
MUM ADHESION. 

• ALL RODDING COMPLETELY FINISHED BOTH IN¬ 
SIDE AND OUT WITH BAKED ON DUPONT ENAMEL 
TO PROVIDE LUSTROUS CHIP RESISTANT FINISH. 


EXCLUSIVE 
3 WAY 
FINISH 



rodding head 
measurements 

Precision made rodding. Suit¬ 
able for all types of curtain 
installation. Light in weight 
but with maximum strength. 
Rodding and parts available 
in White, Black or Brass 
finish. 


























specifications 


when specifying 

SUPER DUTY 

rodding or track 


RODDING 

Rodding shall be Eastern’s #2760— 
SUPER DUTY rodding, electro-galvan¬ 
ized, bonderized, baked on DuPont enamel, 
finished inside and out. Rodding shall be 
equipped with #2674 Master Carriers, 
#2709 Slide (nylon shoe with metal 
hanger), #2776 Ball Bearing End Pulleys 
(each pulley housing to contain two full 
1" diameter pulleys), #2788 Fibre Glass 
Center Cord, #2770 Ball Bearing Floor 
Pulley, #2630 Expandimatic Bracket and 
#2631 Expandimatic Center Support. 


TRACK 

Rodding shall be Eastern’s #2760 SUPER 
DUTY rodding, electro-galvanized, bonder¬ 
ized, DuPont baked on enamel, finished 
inside and out. Rodding shall be equipped 
with #2674 Master Carriers, #2709 Slide 
(nylon shoe with metal hanger), #2776 
Ball Bearing End Pulleys (each pulley 
housing to contain two full 1" diameter 
pulleys), #2788 Fibre Glass Center Cord, 
#2770 Ball Bearing Floor Pulley, and 
#2780 Ceiling Bracket. 



when specifying 

HEAVY DUTY 

rodding or track 


RODDING 

Rodding shall be Eastern's #2701, one 
inch rectangular shape. Electro-galvan¬ 
ized, bonderized, baked on DuPont en¬ 
amel, finished inside and out. Rodding 
shall be equipped with #2723 Master 
Carriers, #2733 Slide (nylon shoe with 
metal hanger), #2713 Ball Bearing End 
Pulleys (each pulley housing to contain 
two full 1" diameter pulleys), #2795 
Fibre Glass Center Cord, #2770 Ball 
Bearing Floor Pulley, #2630 Expandi¬ 
matic Bracket and #2752 Center Support. 


TRACK 

Track shall be Eastern’s #2706, one inch 
rectangular shape. Perforated with elon¬ 
gated slots every 8 inches. Electro-gal¬ 
vanized, bonderized, DuPont baked on 
enamel, finished inside and out. Track 
shall be equipped with #2743 Master 
Carriers on Nylon Rollers, #2726 Nylon 
Rollers (four to each foot), #2712 Ball 
Bearing End Pulleys, #2795 Fibre Glass 
Center Cord and #2770 Cord Tension Ball 
Bearing Floor Pulley. 


when specifying 

REGULAR 

V-25 

rodding or track 


RODDING 

Rodding shall be Eastern’s #2831. Elec¬ 
tro-galvanized, bonderized, baked on 
DuPont enamel, finished inside and out. 
Rodding shall be equipped with #2850 
Master Carriers, #2856 Slide (nylon shoe 
with metal hanger) #2894 Pulley Assem¬ 
bly (each pulley housing to have two 
diameter lignum vitae pulleys), 
#2863 Cord, #2770 Floor Pulley, #2840 
Bracket and #2847 Center Support. 


TRACK 

Track shall be Eastern's #2868. Per¬ 
forated with elongated slots every 8 
inches. Electro-galvanized, bonderized, 
baked on DuPont enamel finished inside 
and out. Track shall be equipped with 
#2725 Master Carrier, #2721 Slide (all 
nylon rectangular shoe) #2871 Lignum 
Vitae Pulley Assembly, #2863 Fibre 
Glass Center Cord and #2770 Floor 
Pulley. 


when specifying 

OVAL CURTAIN 

rodding 


Rodding shall be Eastern's #2826 White, #92390 Black, or #92392 Brass with 
matching component parts. (Be certain to specify projection and type of installa¬ 
tion, i.e., casement, inside or recessed.) Write for complete brochure on this new 
oval rodding. 
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Products Corporation 


NIU ARRANG[MINTS FOR ANY OF EASTERN'S MADE TO MEASURE RODDING AND TRACKS 
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EASTERN PRODUCTS CORPORATION 


(Formerly [astem Venetian Blind Company) General Offices & Plant: 1601 Wicomico St., Baltimore 30, Md. • ED. 6-4910 


new york: 

771 3rd Avenue, Brooklyn 
Phone: SOuth 8-4034 

Chicago: 

2533 N Elston Ave. 

Phone: Spaulding 2-1420 

atlanta: 

260 Westminster Drive, NE 
Phone: TRinity 4-8606 

detroit: 

14247 Tireman Ave., Dearborn 
Phone: LUzon 1-8811 


Pittsburgh: 

Eastern Venetian Blind (Inc.) 
335 Washington Ave. 
Bridgeville, Penna. 

Phone: LOcust 3-5513 - 14 

dallas: 

5119 Sharp Street 
Phone: FLeetwood 7-3893 

los angeles: 

3171 E. Washington Blvd. 
Phone: ANgelus 3-7441 


montreal: 

5061 Cote de Liesse Road 
Phone: Riverside 4300 

toronto: 

111 Ronald Avenue 
Phone: RUssell 1-5291 


Vancouver: 

325 West 6th Ave. 
Dickens*: 1514 


Distributors in principal cities 
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